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General:

This document is intended to be used as a specification for the outfitting of electronics, computer, or control vans used aboard research vessels in the UNOLS (or academic) research fleet. It is to be used in conjunction with the UNOLS General Construction Specification.  This document may also be used as guidance for institutions or scientists who wish to construct their own vans.  Specific details given in this document may be omitted for economy or if the van is intended for a particular purpose. 

Bulkheads/Overhead Sheathing:

The interior bulkheads of the van shall be finished in a semi-smooth, sound absorbing  sheathing material for personnel comfort. The color chosen should be neutral and light in color (off-white or beige).  The overhead sheathing shall be gloss white.  All joints and seams shall be properly trimmed.

Decking:

The deck of the van shall be covered with a suitable, industrial-grade material.  The deck covering shall be such that it will provide a non-slip walking surface when wet.  A 4” vinyl (or other suitable material) baseboard shall be installed around the perimeter.
Miscellaneous Outfitting Items:

The van shall be fitted with the following items:

1) Marine-grade emergency light which activates when ship’s power is interrupted.  It shall be tied into the van lighting circuit.

2) Smoke detector.

3) Two (2), 10#  fire extinguishers, Type BC (1 dry chemical, 1 carbon dioxide).

Internal communication systems vary widely from ship to ship.  Therefore,  services such as phone, general alarm, and data shall be provided to the van by the vessel operator on an as needed basis through the temporary wire passes.

Racks, Decks, Seating [Per individual owner/operator]:   

The van shall be furnished with the following items and arranged according to the  attached sketch:

Item
Manufacturer
Model
   No. Req’d

1
ANIXTER
APW T5701930NBE

3




Single Enclosure rack, no base




M style, 10-32 tapped rail, 19"




HPO, 22" wide, 70" VPO 40U




30" deep, Royal Blue

2
ANIXTER
APW  T35V7030E Side Panel




Set of 2 vented, 70" VPO 30" Deep

1 set

3
STEELCASE Inc.
#4571313G Steelcase Chair-Desk
5




Mid BK, Arm, UPH, ARM Cap, 




Mech Hgt, Glides, UPRT, BK LK




Plastic: 6205, Uphol 8401

4
Desk
(By Owner)


Other Requirements:

The deck of the van shall be covered with an approved laboratory grade electrical matting over the decking material described above.  The matting shall be removable and not secured to the deck.

Equipment racks shall be secured to the mounting channel at both the base and at the top.  

