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UNOLS Standard Portable Scientific Van
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October 2002

Owner:  R/V KNORR (WHOI).  The details described are for the October 2002 Request for Quotation  (RFQ) and suit the Owner’s particular needs.

General:

This document is intended to be used as a specification for the outfitting of a Work Shop van used aboard research vessels in the UNOLS (or academic) research fleet.  It is to be used in conjunction with the UNOLS General Construction Specification.  

This document may also be used as guidance for institutions or scientists who wish to construct their own vans.  Specific details given in this document may be omitted for economy or if the van is intended for a particular purpose. 

Material:  Steel

Power: Standard UNOLS variable voltage, single phase. 
Electrical:

Per General Specification.  In addition, install two (2) 208Vac, single phase receptacles per side.  Omit red lights as described in the General Specification.
Arrangement:

This van shall use the “Stand Alone” arrangement.

Doors and Escape Hatch Location:

1) The aft personnel door shall be on side “S”/aft, have a 28” clear opening, and be right handed.

2) The forward personnel door shall be located on end “F, have a 28” clear opening, and be left handed.

3) The overhead escape hatch shall be located on side “P”/forward.

Bulkheads/Overhead Sheathing:

The interior bulkheads of the van shall be finished in a smooth, nonabsorbent material, resistant to wear, impact, and staining.  The material will be exposed to chemicals and must be easily cleaned with soap and water.  The material should also be resistant to common chemicals such as alcohol, acetone, and other common organic solvents.  The color chosen should be neutral and light in color (off-white or beige).  The overhead sheathing should be gloss white or the same color as the bulkheads.  All joints and seams shall be properly trimmed.

Decking:

The deck of the van shall be covered with a suitable industrial-grade material laid in a single sheet (seamless) and cover the entire deck area of the van.  The deck covering shall be such that it will provide a non-slip walking surface when wet.   A 4” vinyl (or other suitable material) baseboard shall be installed.  The seam between the deck and baseboard shall be properly caulked.

Internal Bulkhead(s):


[None]
HVAC and Insulation: 

Standard per the General Specification, plus heat reflecting additive in exterior paint system.  

Counter Modules:   

The van shall be outfitted with seven (7) counter/work bench modules.  The modules shall be Stanley Vidmar [http://www.stanleyvidmar.com] tool grade cabinets and workbenches, or equivalent [Lista, http://www.listaintl.com/].  See Miscellaneous Outfitting Items for model numbers.

The bottom portion of the modules which contact the deck shall be fitted with a nonabrasive “foot” or glide to prevent it from gouging the decking material.  The back of the work bench modules shall be secured to at least two (2) sections of mounting channel with at least a 3/8” bolt. The front edge of the counter shall have a ½” high lip to prevent small items from rolling off in a seaway.  
Sink Module:  
The  van shall be provided with 1 (one) sink counter module.  It shall be constructed similarly to the standard counter modules except that the under-hung drawer may be omitted.  The module shall be secured to at least two (2) sections of mounting channel with 3/8” bolts.  The module shall be plumbed with hose and/or PVC pipe to allow easy connection/disconnection of the module to the plumbing penetration panel. The hoses and pipe should be properly secured to the mounting channel or module as appropriate.  
The sink used shall be a hand washing sink only.  It shall be fitted with a commercial grade faucet for hot and cold fresh water.  The sink module shall be fed by the ¾” supply fittings listed in the General Specification.  Hot water shall be provided by a small (instant-type preferred) water heater located in the sink module.    

The drain shall be plumbed into one of the 1-1/2” drain fittings listed in the General Specification and fitted with a barrel-type trap. The drain line should be angled slightly downward to the bulkhead penetration to prevent pooling of water.  

The sink shall be fitted with a combination emergency eye wash/shower mounted to the channel near the sink.  It shall have a proper eyewash station placard (green) fasted to the mounting channel nearby to indicate it’s intended use.
Miscellaneous Outfitting Items:

The van shall be fitted with the following items:

1) Marine-grade emergency light which activates when ship’s power is interrupted.  It shall be tied into the van lighting circuit.  It shall be fitted with a manual  on/off switch to prevent discharge of the battery when disconnected from power. 

2) Smoke detector.

3) Two (2), 10# Fire extinguishers, Type BC (1 dry chemical, 1 carbon dioxide).

Note:  Internal communication systems vary widely from ship to ship.  Therefore,  services such as phone, general alarm, and data shall be provided to the van by the vessel operator on an as needed basis through the temporary wire passes.

The following work bench modules (or Owner approved equivalents) shall be provided with the van:


Make/Model
2 Each
Lista/QSWB-4-60

1 Each
Lista/QS 1350-417

2 Each
Lista/QS 900-630

2 Each
Lista/QS 900-629


OPTIONS LIST

1) Option #005:  Door Windows, both doors.

2) Option #006:  Portlight, two (2) located at center of sides “P” and “S”

3) Option #007:  Deck Drain, two (2), forward corner side “P”, and aft corner side “S”. 

4) Option #008:  Wire Pass/Vents, two (1), end “F” and side “S”/end “A”.

5) Option #009:  Mounting channel.
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